Material Safety Data Sheet
1. Substance/preparation and company identification
Siliconizer – Siliconized Elastomeric Sealant
Company:
Campbridge Paints Incorporated

1370 Jose Abad Santos Avenue,
Metro Manila, Philippines 1012

Telephone: (632) 252-0531 (connecting all departments)

Fax number: (632) 252-0551

Email: campbridge@campbridge.com

Website: www.campbridge.com
2.  Hazard identification
Reportable Components

Water

Engineer Acrylic Emulsion
Aliphatic Solvent

Inorganic Fillers
Ammonia

3. Composition/information on ingredients
Boiling range: 300 degºF - 698 degºF 


specific gravity (h2o=1): 1.58
Vapor density: lighter than air



evaporation rate: unknown
Solubility in water: aqueous system


solid content: 80%±1
Appearance and odor: slow odor

____________________________________________________________________________________
4. Fire-Fighting Measures

Flash point: 104 degºF method used: tcc

Flammable limits in air by volume- lower: 2.3 upper: 15.3

Extinguishing media: co², water fog, other
Special fire-fighting procedures

Summon professional fire-fighters. Use full protective equipment including self-contained breathing apparatus. Water spray may be ineffective. If water is used, fog-nozzles are preferable.
Unusual fire and explosion hazards due to pressure build- up, closed containers exposed to extreme heat 
may explode during emergency conditions, overexposure to decomposition product may cause a health 
hazard. Symptoms may not be immediately apparent. Obtain medical

____________________________________________________________________________
5. Reactivity
Stability: stable

Conditions to avoid

Incompatibility (materials to avoid) none

Hazardous decomposition or byproducts may cause hazardous fumes when heated to decomposition. fumes may contain carbon monoxide, carbon dioxide.

Hazardous polymerization: will not occur

____________________________________________________________________________
6. Health Hazard Data
Inhalation health risks and symptoms of exposure irritation of the respiratory tract; headache, nausea, dizziness.

Skin and eye contact health risks and symptoms of exposure

In case of eye contact, flush with large amounts of water for at least 15 minutes. Get medical assistant.

Skin absorption health risks and symptoms of exposure wash affected skin areas thoroughly with soap and water. Consult a physician if irritation persists.

Ingestion health risks and symptoms of exposure

Drink 1 or 2 glasses of water dilute. Do not induce vomiting. Consult physician or poison control center immediately. Treat symptomatically.

Health hazards (acute and chronic)

Prolonged and repeated breathing of spray mist and/or sanding dust over a period of years may cause dust disease of the lungs.

Carcinogenicity: NTP carcinogen: no 
IARC monographs: no 
OSHA regulated: no None Medical conditions generally aggravated by exposure
Emergency and First Aid Measures

If breath: remove to fresh air. If in the eyes: In case of eye contact, flush with large amounts of water for at least 15 minutes. If of skin: remove with soap and water. Remove Soiled clothing. Ingestion: Induce vomiting promptly according to physician’s instructions or by having patient stick finger down throat. After vomiting has been induced, give two teaspoons of baking soda in water. 

____________________________________________________________________________
7. Exposure controls and personal protection

Respiratory protection

Do not breathe vapors, spray mist or sanding dust. When spray applied in outdoor or open areas with unrestricted ventilation, and during sanding or grinding operation, use niosh/nsha approved mechanical filter respirator to remove solid airborne particles of overspray and sanding dust.

Ventilation

Use only with adequate ventilation. Provide general dilution or local exhaust.
Ventilation in volume and pattern to keep air contaminate concentration below current applicable safety and health standards in the mixing.

Protective gloves

Not required.

Eye protection

Do not get in eyes. Safety eyewear with splash guards is recommended to prevent contact.

Other protective clothing or equipment

Not required.

Work/hygienic practices

Remove and wash soiled clothing before reuse. Wash hands before eating, smoking or using the bathroom.
8. Disclaimer
The information contained herein is based on data believed by this company to be accurate, but we do not assume any liability for its accuracy. We neither suggest nor guarantee that any hazards mentioned are the only ones which exist. The manner of that use and whether there is any infringement of patents is the sole responsibility of the user.
